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Reference plant images 
 

1 4,000 kW steam boiler wood waste, bark, sawdust  Christchurch / New Zealand 
2 7,000 kW HT HW boiler wood waste, sawdust, bark  Milburn / New Zealand 
3 4,000 kW steam boiler sawdust, shavings, wood chips Blenheim / New Zealand 
4 1,600 kW hot water boiler wood waste, bark, sawdust  Gippsland / Vic / Australia 
5    900 kW hot water boiler wood waste, bark, sawdust  Springston South / New Zealand 
6  2,500 kW hot water boiler wood waste, bark, sawdust  Christchurch / New Zealand 
7  2,950 kW hot water boiler wood waste, bark, sawdust  Lyndhurst / VIC / Australia 
8 1,600 kW hot water boiler wood waste, bark, sawdust  Christchurch / New Zealand 
9 1,200 kW hot water boiler wood waste, bark, sawdust  Clevedon / New Zealand 
10 2,000 kW steam boiler wood waste, bark, sawdust  Christchurch / New Zealand 
11 2,000 kW hot water boiler wood waste, bark, sawdust  Gippsland / Vic / Australia 
12 7,800 kW steam boiler wood waste, bark, sawdust  Christchurch / New Zealand 
13 7,800 kW steam boiler wood waste, bark, sawdust  Christchurch / New Zealand 

 

Polytechnik’s Australasian boiler family keeps growing! 
 

New Zealand based supplier of state-of-the-art wood energy plants 
Over 50 years of experience and over 3,000 installations worldwide 
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